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Travel

From 2000 mm
up to
12000 mm

From 2000 mm
up to
10000 mm

Max Rated Load 2200 kg 2200 kg

Minimum ShaftDepth 400 mm 500 mm

Max clear Platform 
Dimensions 2440 x 5500 mm

KTS 2200 KTS 3000
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Shaft width (mm) Platform width (mm)

Simple
Platform

2700 2250

2950 2500

3150 2700

Double  Platform
4950 4500

5250 4800

5450 5000

Type Dimensions (mm)

H1 H2 X

Standard 1750 3250 1560

Luxury 1900 3400 1710

Exclusive 2000 3500 1810
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Model Hydro Park1127

Lifting capacity 2700kg

Equipment weight 1100kg

Usable platform width 2100mm

Electrical required 2100mm

Control power 220-450V, 1 or 3Phase

Lock device 24V

Lock release Dynamic 

Operation Electric auto release 

Lifting height Key switch 

Lifting/lowing time 2.2 kw hydraulic power pump

Finishing 50/45 Sec 

Power pack Powder coating 
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Model Hydro Park1123

Lifting capacity 2300kg

Equipment weight 1000kg

Usable platform width 2100mm

Electrical required 2100mm

Control power 220-450V, 1 or 3Phase

Lock device 24V

Lock release Dynamic 

Operation Electric auto release 

Lifting height Key switch 

Lifting/lowing time 2.2kw hydraulicpowerpump

Finishing 50/45 Sec 

Power pack Powder coating

Technical Specifications
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Model Hydro Park 2130
Lifting capacity 3000kg
Equipment weight 1000kg
Usable platform width 2100mm
Electrical required 2150mm
Control power 220-450V, 1 or 3Phase

Lock device 24V

Lock Dynamic

Operation Electric auto release

Lifting height Key switch

Lifting/lowing time 2.2 kw hydraulic power pump

Finishing 50/45 Sec

Power pack Powder coating

Technical Specifications
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KPS 3130 KPS 3230

› For 3 SUV › For 4 SUV için

› 3000kg capacity ›3000kg

› A= 6110 mm › A= 8140 mm

› B= 2590 mm › B= 2590 mm

› C= 2060 mm › C= 2060 mm

› D= 4745 mm › D= 4745 mm

Technical Specifications
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Parking Type PFPP-3 PFPP-4

Dimencions (mm)

Single Vehicle Weight 
(kg)

≤2000 ≤2000

A 2500/2700 2500/2700

B ≤5400/5800 ≤5400/5800

Length of the platform 5400 5400

D 4000/4200 NA/5900

Drive Mode Motor/Hydraulic Hydraulic

Motor [kW] 5.5 7.5

Vertical speed (seconds) <60

Technical Specifications
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•Rated load: 2500 – 3000 Kg

•Platform dimensions: 2500X6000* mm  Travel: max 7400 mm

•Over travel: 50mm (down) + 50mm (up)  Max number of stops: 3

•Max car speed: 0,05-0,08 m/s  Min pit depth: 600 mm

•Min Headroom: 2500 mm  Guide rails: T 89x62x16

•Piston diameter: Φ80 – Φ140Χ160  Motor: 7,5 Hp/380V

•Max pump capacity: 14cc /rev  Block of valves: CBF Italy  

•Rubber hose size: 2SN ½’’ 

• Landing doors: Rollers



•Ø4500mm

•Ø4600mm Pit diameter

•200mm Pit depth min

•Hydraulic unit 2Hp/220V, 50Hz

•Rotation mechanism, Hydraulic motor with slew ring drive

•Rotation 360°

•Stops at fixed points

•Top finish sheet metal

•Special Platform dimensions 2
0

0

Flexible hose 
channel

Slew ring 
drive

Hydraulic unit

4600

4500




